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II. CLAIM AMENDMENTS 

Please cancel claims 7, 10, 31, 34, 46, 86, 89, and 92 without 
prejudice, amend claims 1-3, 5-6, 8-9, 11-14, 20-24, 32-33, 35- 
36, 47, 58-61, 65-69, 72, 80-85, 87-88 and 90-91, and enter new 
claims 93-96 as set forth in the following listing of the 
claims, 

1. (Currently Amended) A method for storing and informing at 
least one property of a wireless communication device to a 
mobile communication network, the method comprising: 

- otoring def ining an device identifier International Mobile 

Station Equipment Identity for the wireless communication 
device in a memory of the wirclcoo communication device , the 

device identif icr lnternational Mobile Station Equipment 

Identity comprising a non-modifiable part and a modifiable 
part and being arranged to store both containing information 
for identifying the wireless communication device to the 

mobile communication network ^ and otoring information 

relating to at least one property of the wireless 
communication device in the device identifier in addition to 
oaid — inf ormation — §e3? — identifying — the wirclcoo — communi cat i on 
device^ 

- storing at least part of said information relating to at 
least one property of the wireless communication device in 
said modifiable part of the International Mobile Station 
Equipment Identity ; and 

— transmitting — oaid — information — §e3? — identifying — fcfee — wirclcoo 
communication — device — aad — oaid — information — relating — fee — afc 
leaot one property of the wirclcoo communication device from 

the wirclcoo communication device fee fefee mobile 

communication network 
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- storing the International Mobile Station Equipment Identity 
in a memory of the wireless communication device . 

2. (Currently Amended) The method according to claim 1, 
where in compri sing transmitting said information relating to at 
least one property of the wireless communication device ie 
tranomittcd — from the wireless communication device to the 
mobile communication network in connection with registration of 
the wireless communication device to the mobile communication 
network. 

3. (Currently Amended) The method according to claim 1, 
where in compri sing transmitting said information relating to at 
least one property of the wireless communication device ie 
tranomittcd — from the wireless communication device to the 
mobile communication network prior to a call being set-up with 
the wireless communication device. 

4. (Previously Presented) The method according to claim 3, 
wherein the information relating to at least one property of 
the wireless communication device is checked in the mobile 
communication network during call set-up with the wireless 
communication device to determine if the wireless communication 
device is able to receive and handle the call. 

5. (Currently Amended) The method according to claim 1, 
whore in compri sing transmitting said information relating to at 
least one property of the wireless communication device ie 
tranomittcd — from the wireless communication device to the 
mobile communication network in connection with a handover. 
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6. (Currently Amended) The method according to claim 1, 
whcrci n comprising transmitting the information relating to at 
least one property of the wireless communication device 4rB 
tranomittcd to a mobile services switching center of the mobile 
communication network, or a serving GPRS support node. 

7. (Cancelled) 

8. (Currently Amended) The method according to claim -7-1, 
wherein the International Mobile Station Equipment Identity 
comprises at least one field for storing the information 
relating to at least one property of the wireless communication 
device, and the length of said field is fixed. 

9. (Currently Amended) The method according to claim 71, 
wherein the International Mobile Station Equipment Identity 
comprises at least one field for storing the information 
relating to at least one property of the wireless communication 
device, and the length of said field is variable. 

10. (Cancelled) 

11. (Currently Amended) The method according to claim 71, 
where in c omp rising storing the International Mobile Station 
Equipment Identity is — otorcd — in the memory of the wireless 
communication device in connection with manufacturing of the 
wireless communication device. 

12. (Currently Amended) The method according to claim 7-1, 
who r c in compr i s ing updat ing the International Mobile Station 
Equipment Identity ie — updated in connection with a change in 
the properties of the wireless communication device or when a 
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peripheral device is connected to the wireless communication 
device. 

13. (Currently Amended) The method according to claim 1, 
whcrcin comprising transmitting the information relating to at 
least one property of the wireless communication device 
tranomittcd — from the wireless communication device to the 
mobile communication network jre -and store ding it a-t — loaot — in 
tfeea mobile services switching center of the mobile 
communication network. 



14. (Currently Amended) The method according to claim 1, 
whcrcin comprising transmitting the information relating to at 
least one property of the wireless communication device 
tranomittcd — from the wireless communication device to the 
mobile communication network — te — otorcd — temporarily — hi — fefee 
mobile communication network . 

15. (Previously Presented) The method according to claim 1, 
wherein the wireless communication device comprises a mobile 
phone . 

16. (Previously Presented) The method according to claim 1, 
wherein the wireless communication device has the combined 
properties of a cellular mobile telephone and a personal 
digital assistant. 

17. (Previously Presented) The method according to claim 1, 
wherein the wireless communication device comprises a radio 
card. 
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18. (Previously Presented) The method according to claim 1, 
wherein the information relating to at least one property of 
the wireless communication device contains information about at 
least one hardware property of the wireless communication 
device . 

19. (Previously Presented) The method according to claim 1, 
wherein the information relating to at least one property of 
the wireless communication device contains information about at 
least one software property of the wireless communication 
device . 

20. (Currently Amended) The method according to claim 1, 
wherein the information relating to at least one property of 
the wireless communication device contains information about at 
least one preference of febea user of the wireless communication 
device . 

21. (Currently Amended) The method according to claim 1, 
wherein modification of the information relating to at least 
one property of the wireless communication device by -fefeea user 
of the wireless communication device is prevented. 

22. (Currently Amended) The method according to claim il4, 
further comprising establishing a call for transmitting 
information from another communication device to said wireless 
communication device, wherein the information to be transmitted 
from said other communication device is optimized for use by 
the wireless communication device in the mobile communication 
network— by using the information relating to at least one 
property of the wireless communication device transmitted from 
the wireless communication device to the mobile communication 
network. 
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23. (Currently Amended) The method according to claim il4, 
further comprising performing communication between the mobile 
communication network and another communication device, wherein 
information relating to at least one property of the wireless 
communication device is transmitted to said other communication 
device . 

24. (Currently Amended) The method according to claim 4rl4 , 
further comprising performing communication between the mobile 
communication network and another communication network, 
wherein information relating to at least one property of the 
wireless communication device is transmitted to said other 
communication network. 

25. (Previously Presented) The method according to claim 62, 
wherein the information to be transmitted is converted in said 
other communication device into a format suitable for the 
wireless communication device. 

26. (Previously Presented) The method according to claim 22, 
wherein the information to be transmitted is converted in the 
mobile communication network into a format suitable for the 
wireless communication device. 

27. (Cancelled) 

28. (Previously Presented) The wireless communication device 
according to claim 65, further arranged to transmit said 
information relating to at least one property of the wireless 
communication device to the mobile communication network in 
connection with registration of the wireless communication 
device to the mobile communication network. 
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29. (Previously Presented) The wireless communication device 
according to claim 65, further arranged to transmit said 
information relating to at least one property of the wireless 
communication device to the mobile communication network prior 
to a call being set-up with the wireless communication device. 

30. (Previously Presented) The wireless communication device 
according to claim 65 , further arranged to transmit said 
information relating to at least one property of the wireless 
communication device from the wireless communication device to 
the mobile communication network in connection with a handover. 

31. (Cancelled) 

32. (Currently Amended) The wireless communication device 
according to claim 34-65, wherein the International Mobile 
Station Equipment Identity comprises at least one field for 
storing the information relating to at least one property of 
the wireless communication device, the length of said field 
being fixed. 

33. (Currently Amended) The wireless communication device 
according to claim 34:65, wherein the International Mobile 
Station Equipment Identity comprises at least one field for 
storing the information relating to at least one property of 
the wireless communication device, said field being of a 
variable length. 

34. (Cancelled) 
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35. (Currently Amended) The wireless communication device 
according to claim 34-65, wherein the International Mobile 
Station Equipment Identity is stored in the memory of the 
wireless communication device in connection with manufacturing 
of the wireless communication device. 

36. (Currently Amended) The wireless communication device 
according to claim 3465, wherein the International Mobile 
Station Equipment Identity is updated in connection with a 
change in the properties of the wireless communication device 
or when a peripheral device is connected to the wireless 
communication device. 

37. (Previously Presented) The wireless communication device 
according to claim 65, wherein the device comprises a mobile 
phone ♦ 

38. (Previously Presented) The wireless communication device 
according to claim 65, wherein the device has the combined 
properties of a cellular mobile telephone and a personal 
digital assistant. 

39. (Previously Presented) The wireless communication device 
according to claim 65, wherein the device comprises a radio 
card. 

40. (Previously Presented) The wireless communication device 
according to claim 65, further arranged to convert information 
to be transmitted from the wireless communication device to 
another wireless communication device into a format suitable 
for the other wireless communication device, based on 
information relating to at least one property of the other 
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wireless communication device received from the other wireless 
communication device. 

41. (Cancelled) 

42. (Previously Presented) The wireless communication system 
according to claim 72, wherein the wireless communication 
device is arranged to transmit said information relating to at 
least one property of the wireless communication device to the 
mobile communication network in connection with registration of 
the wireless communication device to the mobile communication 
network. 

43. (Previously Presented) The wireless communication system 
according to claim 72, wherein the wireless communication 
device is arranged to transmit said information relating to at 
least one property of the wireless communication device to the 
mobile communication network prior to a call being set-up with 
the mobile communication network. 

44. (Previously Presented) The wireless communication system 
according to claim 43, wherein the mobile communication network 
is arranged to check said information relating to at least one 
property of the wireless communication device during call set- 
up with the wireless communication device to determine if the 
wireless communication device is able to receive and handle the 
call. 

45. (Previously Presented) The wireless communication system 
according to claim 72, wherein the wireless communication 
device is arranged to transmit said information relating to at 
least one property of the wireless communication device to the 
mobile communication network in connection with a handover. 
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46. (Cancelled) 

47. (Currently Amended) The wireless communication system 
according to claim 72, wherein the mobile communication network 
comprises means for storing information relating to at least 
one property of the wireless communication device 
rcccivc d transmitted from said wireless communication device. 

48. (Previously Presented) The wireless communication system 
according to claim 47 # comprising a mobile services switching 
center, wherein information relating to at least one property 
of the wireless communication device transmitted to the mobile 
communication network from the wireless communication device is 
stored in said mobile services switching center. 

49. (Previously Presented) The wireless communication system 
according to claim 47, comprising a register and wherein 
information relating to at least one property of the wireless 
communication device transmitted to the mobile communication 
network from the wireless communication device is stored in 
said register. 

50. (Previously Presented) The wireless communication system 
according to claim 72, further comprising means for 
communication between the mobile communication network and 
another communication device, and wherein the mobile 
communication network comprises means for transmitting 
information relating to at least one property of the wireless 
communication device to said other communication device. 

51. (Previously Presented) The wireless communication system 
according to claim 72, further comprising means for 
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communication between the mobile communication network and 
another communication network, and wherein the mobile 
communication network comprises means for transmitting 
information relating to at least one property of the wireless 
communication device to said other communication network. 

52. (Previously Presented) The wireless communication system 
according to claim 72, further comprising means for 
establishing a call for communication between the wireless 
communication device and another communication device, wherein 
the communication is optimized by using the information 
relating to at least one property of the wireless communication 
device. 

53. (Previously Presented) The wireless communication system 
according to claim 72, further comprising means for 
establishing a call for transmitting and receiving information 
between the wireless communication device and another 
communication device, and wherein the information is optimized 
for use by the receiving communication device, by using the 
information relating to at least one property of the wireless 
communication device. 

54. (Cancelled) 

55. (Cancelled) 

56. (Cancelled) 

57. (Cancelled) 
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58. (Currently Amended) A method of manufacturing a wireless 
communication device , the method comprising^ 

- otoring def ining an device identifier International Mobile 

Station Equipment Identity for the wireless communication 
device — ifi — a memory — ei — febe — wirclcoo — communication — device , the 

device identifier containing lnternational Mobile Station 

Equipment Identity comprising a non-modifiable part and a 
modifiable part and being arranged to store both information 
for identifying the wireless communication device to a mobile 

communication network and further comprioing information 

relating to at least one property of the wireless communication 
de v i c e j_ — ift — addition — to oaid — information — #ea? — identifying — oaid 
wirclcoo communication device 

- storing at least part of said information relating to at 
least one property of the wireless communication device in said 
modifiable part of the International Mobile Station Equipment 
Identity; and 

- storing the International Mobile Station Equipment Identity 
in a memory of the wireless communication device . 

59. (Cancelled) 

60. (Currently Amended) The method according to claim 1, 

wherein the device identifier International Mobile Station 

Equipment Identity is further arranged to store information 
about peripheral devices connected to the wireless 
communication device. 

61. (Currently Amended) The method according to claim il4, 
further comprising establishing a call for transmitting 
information from another communication device to said wireless 
communication device, wherein the mobile communication network 
optimizes a communication connection for the call by using the 
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information relating to at least one property of the wireless 
communication device transmitted from the wireless 
communication device to the mobile communication network. 

62. (Previously Presented) The method according to claim 23, 
further comprising establishing a call for transmitting 
information from said other communication device to the 
wireless communication device, wherein said other communication 
device optimizes the information to be transmitted to 
correspond with the properties of the wireless communication 
device by using the information relating to at least one 
property of the wireless communication device transmitted to 
said other communication device. 

63. (Previously Presented) The method according to claim 23, 
wherein said other communication device is located in a 
communication network other than the mobile communication 
network . 

64. (Previously Presented) The method according to claim 24, 
further comprising establishing a call for transmitting 
information to the wireless communication device from a 
communication device in said other communication network, 
wherein the information to be transmitted from said 
communication device in the other communication network is 
optimized for use by the wireless communication device by using 
the information relating to at least one property of the 
wireless communication device transmitted to said other 
communication network. 
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65. (Currently Amended) A wireless communication device 
comprising: 

- a memory; 

- a radio part comprising mcano — §ea? — ootting — «p — a — connection 
with a mobile — communication network, — having a transmitter for 
transmitting information to fehea mobile communication network 
and a receiver for receiving information from the mobile 
communication network; 

wherein the wireless communication device further comprises 
an device — identifier, International Mobile Station Equipment 
Identity defined for the wireless communication device and 
stored in the memory of the wireless communication device, fehe 
device — identifier containing the International Mobile Station 
Equipment Identity comprising a non-modifiable part and a 
modifiable part and being arranged to store both information 
for identifying the wireless communication device to the mobile 

communication network and further comprising information 

relating to at least one property of the wireless communication 
de vi c e_j_ — if* — addition — fee — said — information — ieae — identifying — fefee 
wirclcoo communication device at least part of said information 
relating to at least one property of the wireless communication 
device being stored in said modifiable part of the 
International Mobile Station Equipment Identity . 

66. (Currently Amended) The wireless communication device 
according to claim 65, wherein the device 
identif icr lnternational Mobile Station Equipment Identity is 
further arranged to store information about peripheral devices 
connected to the wireless communication device. 
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67. (Currently Amended) The wireless communication device 
according to claim 65, wherein the information relating to at 
least one property of the wireless communication device stored 

in oaid the device i dent if ior lnternational Mobile Stat ion 

Equipment Identity contains information about at least one 
hardware property of the wireless communication device. 

68. (Currently Amended) The wireless communication device 
according to claim 65, wherein the information relating to at 
least one property of the wireless communication device stored 

in oaid the device ident if ior lnternational Mobile Station 

Equ ipmen t I dent i t y contains information about at least one 
software property of the wireless communication device. 

69. (Currently Amended) The wireless communication device 
according to claim 65, wherein the information relating to at 
least one property of the wireless communication device stored 

in oaid the device ident if ior lnternational Mobile Station 

Equipment Identity contains information about at least one 
preference of the user of the wireless communication device. 

70. (Previously Presented) The wireless communication device 
according to claim 65, wherein modification of the information 
relating to at least one property of the wireless communication 
device by the user of the wireless communication device is 
prevented. 

71. (Previously Presented) The wireless communication device 
according to claim 65, further arranged to optimize information 
to be transmitted from said wireless communication device to 
another wireless communication device to correspond with the 
properties of the other wireless communication device by using 
information relating to at least one property of the other 
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wireless communication device received from the other wireless 
communication device. 

72. (Currently Amended) A wireless communication system 
comprising: 

- a mobile communication network; 

- a wireless communication device; 

the wireless communication device comprising: 

- a memory; 

- a radio part comprising means for setting up a connection 
with the mobile communication network, having a transmitter for 
transmitting information to the mobile communication network 
and a receiver for receiving information from the mobile 
communication network; 

wherein the wireless communication device further comprises 
an dovico — identifier, International Mobile Station Equipment 
Identity defined for the wireless communication device and 
stored in the memory of the wireless communication device, the 

device identifier containing lnternational Mobile Station 

Equipment Identity comprising a non-modifiable part and a 
modifiable part and being arranged to store both information 
for identifying the wireless communication device to the mobile 

communication network and further comprioing information 

relating to at least one property of the wireless communication 
device^ ifi — addition — fee — oaid — information — §ea? — identifying — fefee 
wirclcoo — communication devicc at least part of said information 
relating to at least one property of the wireless communication 
device being stored in said modifiable part of the 
International Mobile Station Equipment Identity . 



17 



73. (Previously Presented) The wireless communication system 
according to claim 72, comprising means for establishing a call 
for transmitting information from another communication device 
to said wireless communication device, wherein the mobile 
communication network is arranged to optimize the information 
to be transmitted from said other communication device for use 
by the wireless communication device by using the information 
relating to at least one property of the wireless communication 
device transmitted from the wireless communication device to 
the mobile communication network. 

74. (Previously Presented) The wireless communication system 
according to claim 72, comprising means for establishing a call 
for transmitting information from another communication device 
to said wireless communication device, wherein the mobile 
communication network is arranged to optimize a communication 
connection for the call by using the information relating to at 
least one property of the wireless communication device 
transmitted from the wireless communication device to the 
mobile communication network. 

75. (Previously Presented) The wireless communication system 
according to claim 72, comprising means for performing 
communication between the mobile communication network and 
another communication device, wherein the mobile communication 
network is arranged to transmit information relating to at 
least one property of the wireless communication device to said 
other communication device. 

76. (Previously Presented) The wireless communication system 
according to claim 75, further comprising means for 
establishing a call for transmitting information from said 
other communication device to the wireless communication 



18 



device, wherein said other communication device is arranged to 
optimize the information to be transmitted to correspond with 
the properties of the wireless communication device by using 
the information relating to at least one property of the 
wireless communication device transmitted to said other 
communication device. 

77. (Previously Presented) The wireless communication system 
according to claim 75, wherein said other communication device 
is located in a communication network other than the mobile 
communication network. 

78. (Previously Presented) The wireless communication system 
according to claim 75, wherein said other communication device 
is arranged to convert the information to be transmitted into a 
format suitable for the wireless communication device. 

79. (Previously Presented) The wireless communication system 
according to claim 75, wherein mobile communication network is 
arranged to convert the information to be transmitted into a 
format suitable for the wireless communication device. 



80. (Currently Amended) The method according to claim 1, 
wherein the information for identifying the wireless 
communication device to the mobile communication network 
contained by stored in the device identifier International Mobile 
Station Equipment Identity is in the form of number series. 

81. (Currently Amended) The wireless communication device 
according to claim 65, wherein the information for identifying 
the wireless communication device to the mobile communication 
network contained b ystored in the device 
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idontif icr lnternational Mobile Station Equipment Identity is in 
the form of number series. 

82. (Currently Amended) The wireless communication system 
according to claim 72,. wherein the information for identifying 
the wireless communication device to the mobile communication 
network contained — by stored the device — idontif ier International 
Mobile Station Equipment Identity is in the form of number 
series. 

83. (Currently Amended) The method according to claim 58, 
wherein the information for identifying the wireless 
communication device to the mobile communication network 
contained b y stored in the device idontif icr lnternational Mobile 
Station Equipment Identity is in the form of number series. 

84. (Currently Amended) An device idontif icr lnternational 

Mobile Station Equipment Identity for identifying — a wireless 
communication device -fee — a — mobile — communication — network , the 

device idontif icr lnternational Mobile Station Equipment 

Identity comprising a non-modifiable part and a modifiable part 
and containing being arranged to store both information for 
identifying the wireless communication device to fekea mobile 

communication network and further comprioing information 

relating to at least one property of the wireless communication 
device^_ — if* — addition — fee — oaid — information — §e*e — identifying — fehe 
wireleoo communication device at least part of said information 
relating to at least one property of the wireless communication 
device being stored in said modifiable part of the 
International Mobile Station Equipment Identity . 
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85. (Currently Amended) The device — identif ior lnternational 
Mobile Station Equipment Identity according to claim 84, 
wherein the information for identifying the wireless 
communication device to the mobile communication network 
contained by stored in the device identif ior lnternational Mobile 
Station Equipment Identity is in the form of number series. 

86. (Cancelled) 

87. (Currently Amended) The device — identif icr International 
Mobile Station Equipment Identity according to claim 84, 
comprising at least one field for storing the information 
relating to at least one property of the wireless communication 
device, the length of said field being fixed. 

88. (Currently Amended) The device — identif ior lnternational 
Mobile Station Equipment Identity according to claim 84, 
comprising at least one field for storing the information 
relating to at least one property of the wireless communication 
device, said field being of a variable length. 

89. (Cancelled) 

90 . (Currently Amended) The device — identif ior lnternational 
Mobile Station Equipment Identity according to claim 
-8^-84, arranged to be modifiable by any b one of a group 
comprising: a manufacturer of the wireless communication 
device, a service person, a sales person, or a user of 
the wireless communication device. 
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91. (Currently Amended) The device — i dent if ier lnternational 
Mobile Station Equipment Identity according to claim £-9-84 , 
arranged to be modifiable in connection with updating of the 
software of the wireless communication device or connection of 
a peripheral device to the wireless communication device. 

92. (Cancelled) 

93. (New) The method according to claim 1, wherein the 
International Mobile Station Equipment Identity is modifiable 
by one of a group comprising: a manufacturer of the wireless 
communication device, a service person, a sales person, or a 
user of the wireless communication device. 

94 . (New) The wireless communication device according to 
claim 65, wherein the International Mobile Station Equipment 
Identity is modifiable by one of a group comprising: a 
manufacturer of the wireless communication device, a service 
person, a sales person, or a user of the wireless communication 
device. 

95. (New) The wireless communication system according to 
claim 72, wherein the International Mobile Station Equipment 
Identity is modifiable by one of a group comprising: a 
manufacturer of the wireless communication device, a service 
person, a sales person, or a user of the wireless communication 
device. 

96. (New) A method for storing information for identifying a 
wireless communication device, the method comprising: 

- defining an International Mobile Station Equipment Identity 
for the wireless communication device, the International 
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Mobile Station Equipment Identity comprising a non- 
modifiable part and a modifiable part; and 

- storing at least part of said information relating to at 
least one property of the wireless communication device in 
said modifiable part of the International Mobile Station 
Equipment Identity. 

- storing the International Mobile Station Equipment Identity 
in a memory of the wireless communication device. 
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